
PLANETARY ROBOT JOINT MODULES

APM Series | Customer Selection Table

Series Model
Module OD 

(mm)
Height 
(mm)

Hollow Ø 
(mm)

Ratio
Rated Torque 

(Nm)
Max Torque 

(Nm)
Rated Speed 

(rpm)
Max Speed 

(rpm)
Weight (g)

Torque Constant 
(Nm/A)

Speed Constant 
(rpm/V)

Voltage 
(V)

Protection Backlash Communication

High-Speed APM-083-024-R09 83 40 - 9 6 24 320 350 360 1.1 7.5 48 IP67 < 10 arcmin CAN / CANFD

High-Speed APM-095-030-R09 95 41 - 9 9 30 300 350 460 1 7.3 48 IP54 < 10 arcmin CAN / CANFD

High-Speed APM-102-060-R09 102 48 - 9 20 60 300 380 1010 0.5 7.9 48 IP67 < 10 arcmin CAN / CANFD

Medium-Duty APM-063-050-R29 63 52 - 29 15 50 160 190 430 1.9 3.7 48 IP54 < 12 arcmin CAN / CANFD

Medium-Duty APM-063-075-R35 63 60 - 35 25 75 80 100 500 3 2.1 48 IP54 < 12 arcmin CAN / CANFD

Medium-Duty APM-086-060-R25 86 65 - 25 20 60 100 120 750 2.5 2.5 48 IP67 < 12 arcmin CAN / CANFD

Medium-Duty APM-086-120-R36 86 67 - 36 40 120 100 120 780 1.6 2.5 48 IP67 < 12 arcmin CAN / CANFD

Heavy-Duty APM-125-400-R27 125 87 8.5 27 120 400 120 130 2430 2.4 2.7 48 IP67 < 12 arcmin CAN / CANFD

Model format: APM-[module outer diameter]-[maximum torque]-R[reduction ratio]. 

www.artuscn.com    |   official@artuscn.com    |   ARTUS Motion Systems


